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MEDICA easyra

Easy to Use

Simple and intuitive user interface
with dedicated software for
veterinary use.

Reference ranges specific for
each species (Canine, Feline,
Equine, Bovine and Porcine).

Two additional
user-defined species.

“After having experienced the excellent performance of the Easylyte
from Medica, | introduced the EasyRA to my veterinary clinic. The results
have exceeded my expectations: Fast, flawless workflow, quality results
| can trust, and an outstanding return on investment.”

Martin Pisarev, Labor24 OU, Estonia

Easy to Maintain

Less than 5 minutes for
daily maintenance.

All components are easily
accessed from the front of
the analyzer.

Modular design makes
maintaining the analyzer
simple and fast.

MEDICA’s EasyRAP® clinical chemistry analyzer
for high-speed and low-cost veterinary
diagnostics. Our high quality analyzers are
known for durability, accuracy and delivering
results you can trust.

EasyRA provides veterinarians with easy,
fast and reliable testing and analysis, offering
exceptional value to any veterinary practice.

Benefits

lon-Selective Electrodes (ISE) are
considered to be the gold standard
of direct electrolyte measurement.

Perform Metabolic, Electrolyte, Liver
and Kidney Panels.

Open channels available
for additional veterinary test
applications.




EasyRAP® Specifications

Throughput

Reaction Type
Samples

Sample Volume
Sample Containers
Sample Identification

Reagents

Reagent Volumes
Diluent

Sampling System
Cuvette Material
Reaction Time
Reaction Temperature
Wavelengths

Light Source
Photometric Linearity
Quality Control
Calibration Curves

User Interface

Data Storage
Power Requirements
Size and Weight

Ambient Conditions

Computer Requirements

Printing

Optional Feature
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300 Tests/hr*, 240 ISE test/hr, photometric up to 240 tests/hr, photometric with ISE up to 480 tests/hr,
STAT results in 8 minutes

Endpoint, kinetic, enzymatic

24 Sample positions per sample ring for patient, calibrator, or QC samples: optional second sample ring
Photometric chemistries: 2.0-25.0 pL; ISE chemistries: serum: 80-90 pL, urine: 140 pL

Primary tubes or sample cups

Position ID, barcode ID (optional), barcode types: codabar, code 39, 128, interleaved 2 of 5

24 Positions for reagents; reagent cooling temperature 12°—15° C less than ambient; reagent identification:
RFID (radio frequency identification) technology — automatic tracking and entry of information (test name,
lot number, expiration date, reagent volumes, etc); reagents are ready to use; 6 open channels

Reagent volume (R1)/test 120-350 pL, reagent volume (R2)/test 10-50 pL; programmed in 1 |L steps
Reagent grade deionized water

Probe pre-heater; single probe with RF level sensing

Optical acrylic; disposable segments; 12 cuvettes per segment; up to 72 cuvettes on board
1-15 Minutes

37°+0.25°C

340, 405, 520, 550, 600, 660, 700

Xenon flash lamp, 5-year typical life

0.0-2.5 Abs units

2 Levels of controls, Levey-Jennings charts

Single and multilevel calibration

Edit and monitor worklists; review results; review calibration and quality control results; on-board
diagnostics and individual component monitoring; graphic instructions for daily, weekly and monthly
maintenance procedures

2000 Patient results, 56,000 test results, ability to archive and retrieve results

100 VAC—240 VAC + 10%, 50-60 Hz, 4.0/2.0A

40°W x 15"H x 26D (102 cm x 38 cm x 66 ¢cm), 88 Lbs (40 kgs) without reagents
15°-30° C (59°-86° F); <85% Relative humidity, non-condensing atmospheric environment

Minimum: Windows® 10**; CD/CD-RW; RS-232 or USB port; touch screen monitor/SVGA color monitor,
mouse and keyboard

Local or network printer
ISE Module

* Based on a 12-second cycle time. Actual tests per hour may vary.
**Windows is a registered trademark of Microsoft Corporation.
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